

  
  
  

  
  

  

          
        
          

   
      
         
         ☎ 
         
         
         
         
         
         
         
         +48 71-3528152 | info-pl@deublin.com
         
          | A Member of the HOERBIGER Group
      

   

   
      

   
   
   
   
   
   
   
   Zaloguj
   


      




	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]






   




   
      [image: Deublin Logo]
   













  
  
    
                          

  
      
      
  

      
    


          

  










  
  Pomiń nawigację

  
	Produkty
	Złącza obrotowe
	Urządzenia syfonowe dla przemysłu papierniczego
	Złącza i przeguby obrotowe
	Elektryczne złącza obrotowe
	Złącza obrotowe – MPSS







	Przemysły
	Hydraulika wysokociśnieniowa
	Produkcja tworzyw sztucznych
	Złącza obrotowe do maszyn drukarskich
	Ciągłe odlewanie stali
	Technologia uszczelnienia/ Przemysł obrabiarkowy
	OchronaWrzeciona/ Przemysł obrabiarkowy







	Pomoc techniczna
	Instrukcje montażu oraz obsługi
	DPS
	Jakość
	Technologia
	Porady i wskazówki







	Serwis
	Poproś o katalog
	Pobierz literaturę
	Pobierz formularz zapytania ofertowego
	Download 2D and 3D drawings
	Usługi
	Naprawa
	Warsztat
	Targi







	Kontakt
	Oddziały
	Worldwide Locations
	Kontakt
	Zapytaj o złącze obrotowe







	O nas
	DEUBLIN
	Code of Business Conduct
	Declaration of Conformity
	Wiadomości
	Wideo
	DEUBLIN w mediach społecznościowych














   




Menu



SRT

        

      
    
    
    

              
          
            

          

        
      
      
        
          


  
  


      Deublin product line: SRT

  
  
      Slip Rings - Through Bore
  
  
  






  
  
  	 	SRT-25	SRT-50
	Picture	[image: ]	[image: ]
	Type	Through Bore	Through Bore
	Inner Diameter	25,4mm / 1 inch	50,8 / 2 inches
	Signal Current	5A	5A
	Max number of 

channels signal	48	72
	Power Current	10A	10A
	Max number of channels Power	36	48
	Housing Material	Plastic	Plastic
	Cover Material	Aluminum	Aluminum
	Conductor Ring Material	Silver/Gold plated	Silver/Gold plated
	Lead length	300mm	300mm
	Protection class	IP51-68	IP51-68
	Max rotational speed	250/1000 RPM	250/1000 RPM
	Mounting position	Vertical/Horizontal	Vertical/Horizontal
	Working temperature	-30°C/80°C	-30°C/80°C
	Operating Humidity	0-85% RH	0-85% RH
	Rotation sense	CW/CCW	CW/CCW
	Rated Voltage	0-240/440/690VAC/DC	0-240/440/690VAC/DC
	Self Diagnosis PCB	yes	yes
	Polyfilament brushes/Data channels	yes	yes
	Graphite brushes	no	no
	Insulation resistance	>1000 Mohm/500VDC	>1000 Mohm/500VDC
	Insulation strength	>1000VAC @ 50Hz 60 sec	>1000VAC @ 50Hz 60 sec
	Electrical Noise	< 10 mOhm	< 10 mOhm
	Cable wire	AWG18-20	AWG18-20
	Torque	Approx 0,1Nm	Approx 0,1Nm








SlipRing data sheets








[image: ] SRT25_EU_PL_Rev01.pdf (196.9 KiB)
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